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Please return to Nickie Smith:

Fax: 303.799.1409

Nickie.smith@teledyne.com *preferred


Setup Sheet for Gas Analyzers
	Date:
	
	SO#
	
	PO#
	

	Customer:
	
	Site:
	
	
	

	Plant Contact:
	
	Phone:
	
	Email:
	


If the analyzer is replacing an existing TML unit, please provide model number and serial number.  If the analyzer is not replacing a TML unit, please provide model number only.
	Model #
	
	Serial Number
	

	Model #
	
	Serial Number
	

	Model #
	
	Serial Number
	


Is the system dilution or straight extractive?
 FORMCHECKBOX 
 Straight Extractive
 FORMCHECKBOX 
 Dilution 
Dilution Ratio:  ____:1

What is the range of gas the analyzer will need to measure?  Be sure to account for dilution ratio, if applicable.
	Model
	Analyzer Range(s)
	System Range(s)

	NOx
	
	

	SO2
	
	

	CO
	
	

	CO2
	
	


How do you plan to collect data from the analyzer?
 FORMCHECKBOX 
 Serial Com Port

 FORMCHECKBOX 
 Teledyne Monitor Labs PLC/DAS   

 FORMCHECKBOX 
 Discrete Analog Signals – Digital outputs of the analyzer need to be wired in accordance with the manual.




 FORMCHECKBOX 
 4 – 20 mA card(s) needed.

 FORMCHECKBOX 
Other
If power requirements are different than 120V please advise _______.
If the analyzer is going into a 19 inch rack, slides will need to be added to the order.  If the analyzer is replacing the 9800 series analyzer, the adaptor kit allows the existing slides to be used.  If not, TML needs to know the distance between the front rails and the back rails.  Please refer to the second page and provided distance D.
D = ____________
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Signed by____________________________    Date ______________
